
M18 FR12KIT-0P
M18 FUEL™ 12 MM ROUTER

Collet capacity (mm) 12.7
Plunge capacity (mm) 60
No load speed (rpm) 12,000 - 25,000
Weight with battery pack (EPTA)
(kg)

5.7 (M18 HB5.5)

Standard equipment ¼″, 8 mm, 12 mm, ½″ collets,
side fence, sub base, wrench,
dust extraction pipe and plunge
base

Kit included No batteries supplied, No
charger supplied, PACKOUT™
XL tool box

Article Number 4933493305

www.milwaukeetool.eu

POWERSTATE™ brushless motor in combination with the HIGH
OUTPUT™ 5.5 Ah battery pack supplies constant power for faster cuts
and reduced heat in high demand applications with the equivalent
amount of power as a corded unit
Variable speed from 12,000 RPM to 25,000 RPM for clean and accurate
cutting in a wide range of material
Fast and accurate micro depth adjustments with no slop, secure macro
adjustments, and clear line of sight to the bit when routing the workpiece
Unobstructed line of sight to the bit to gauge cut quality, feed rate, and
material removed per pass
Easily controlled with one hand, comfortable to use at extended
duration's, and well-balanced across the base plate onto the work
surface
Guide rail compatible, gives the user a secure and efficient method to
attach their router bases to a guide rail system to cut straight lines on any
work surface
Collet diameters are 12 mm, ½″, 8 mm, ¼″
Duel LED work light to illuminate the work piece
DEK 26 quick dust extraction connector makes the router compatible
with any MILWAUKEE® vac
The DNA of our FUEL™ platform redefines the balance of cordless
technologies. MILWAUKEE®'s POWERSTATE™ brushless motor,
REDLITHIUM™ battery pack and REDLINK PLUS™ electronic
intelligence delivering outstanding power, run time and durability
Flexible battery system: works with all MILWAUKEE® M18™ batteries


